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DRY CARGO BOX BODY
with BE Combi System

Permissible total weight 3.5 t
Permissible combination total weight 7.0 t

Your advantages:

	 More payload and loading capacity  
	 with BE driver‘s license

	 Suitable for long materials up to 6.20 m body length

	 Up to 2.8 t payload

Plant Hamburg
Kiebitzhörn 6-8 · 22885 Barsbüttel
Phone +49 40 670 71 0 · Fax +49 40 670 71 200

Plant Schwerin
Dorfstraße 29 · 19073 Stralendorf
Phone +49 3869 490 0 · Fax +49 40 670 71 200

Plant Karlsruhe
Lußhardtstraße 4 · 76689 Karlsdorf-Neuthard
Phone +49 7251 441 03 0 · Fax +49 40 670 71 200
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The smart  alternative  to a truck 
toll-free



Chassis equipment – standard
	 Semi-trailer chassis for various  

	 motor vehicles

	 Robust welded construction  
	 painted in RAL 7021

	 5.5 t premium axle with drum brake

	 EBS braking system with ABS  
	 and RSS

	 Air suspension including axle load  
	 relief system 

Body equipment – standard
	 Lightweight box body

	 Side and front wall thickness 17 mm

	 Translucent GRP roof

	 Galvanized steel outer frame

	 Aluminum base 180 mm

	 Floor thickness 21 mm

	 Cargo area lighting

	 Fenders incl. mud flaps

Body equipment – options
	 Side and front wall thickness 30 mm

	 Insulated roof

	 Lightweight construction package

	  - lightweight panels for increased payload

	  - side sliding tarpaulin for quick loading and unloading

	 Outer frame with lashing eyes in steel or aluminum, alternatively airline rails  
	 for optimal and more flexible load securing

	 LED light strip for uniform illumination of the cargo area

	 Tail lifts from renowned manufacturers instead of double rear doors

	 4-sided sealing system in conjunction with tail lift to prevent splash  
	 water ingress in the lower area

	 Industry-specific load securing elements for special transport requirements

	 Various load securing rails (also recessed) can be configured

Body dimensions and weights

Chassis equipment – options
	 Parking supports

	 Additional battery for tail lift  
	 operation in distribution transport

	 Full LED lighting

	 Perimeter lighting

	 Additional reversing lights

Permissible total weight 3,5 t

Length designation SL4595 SL5295 SL6095

Body length i.L. (in mm) 4.580 5.280 6.080

Body width (in mm) 2.250 2.250 2.250

Portal width (in mm) 2.200 2.200 2.200

Body height (in mm) 2.400 2.400 2.400

Portal height in mm 2.360 2.360 2.360

Empty weight with rear tailgate (in kg)* 1.390 1.540 1.730

Unladen weight with rear doors (in kg) 1.505 1.655 1.845

Weight of motor vehicle conversion (in kg)** 195 200 210

*plus tail lift / **varies depending on manufacturer
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