
CENTRAL-AXLE TRAILER
from the			       range 

10,5 t or 11,9 t gross vehicle weight

Suitable for various transport solutions:

	 Furniture, textile and beverage logistics

	 Distribution transport

	 Freight forwarding and courier services

	 Car rental companies

	 Construction and steel trade
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Chassis equipment – standard
	 Fully hot-dip galvanised chassis in modular  

	 design – robust and corrosion-resistant

	 Length- and height-adjustable towing device  
	 for adaptation to different towing vehicles

	 2x 5,5 t high-quality axles, air suspension with lift/ 
	 lower function (electronically controlled)

	 Drum brakes incl. WABCO EBS/RSS (stability control  
	 system)

	 Parking brake with spring-loaded cylinders 

	 Tyres 245/70R17.5 on steel rims for optimum  
	 loading height and stable running

	 Tyre pressure monitoring system with data  
	 transmission to the towing vehicle

	 Heavy-duty transmission support jacks at the front,  
	 additional folding supports at the rear 

	 Maintenance-free and robust 24V full LED 
	 lighting with 15-pin connector

	 Foldable side impact protection

Conversion equipment – standard
	 Box, flatbed or sliding tarpaulin body types

	 galvanised outer frame

	 Floor thickness 24 mm

	 Cargo area lighting

	 Mudguards including mud flaps

	 Aluminium rear portal with double-leaf doors or tailgate

Conversion fittings – options
	 Through-loading portal instead of fixed front wall

	 Crossing plate for tail lift on the tractor unit, including platform support

Further notable equipment highlights from the  
product range
	 Various outer frames with lashing eyes or integrated air line rails for optimal  

	 and more flexible load securing

	 LED light strip for even illumination of the load compartment

	 Tail lifts from renowned manufacturers instead of rear double doors

	 4-sided sealing system in conjunction with tail lift to prevent splash water  
	 ingress in the lower area

	 Industry-specific load securing elements for special transport requirements

	 Various load-securing rails (including recessed) configurable

	 Bodywork paint finishes and lettering

Body dimensions and weights:

Chassis equipment – options
	 Axles with disc brakes, optionally including brake pad  

	 wear indicator

	 Spare wheel holder under the chassis with  
	 tool-free removal of the spare wheel  

	 Auxiliary battery with intelligent charge control for  
	 tail lift operation

	 Transmission support jacks at the rear, instead of  
	 the standard folding supports

	 Duomatic coupling for quick coupling

	 Tool/fire extinguisher boxes under the body

	 Smartboard for controlling and monitoring numerous  
	 functions

All figures are based on a box body with 17 mm PET sandwich panels and double-leaf rear doors.
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Permissible gross weight 10,5 t/11,9 t

Design fixed front panel Through-loading portal

Length variant SL6095 SL6195 SL7295 SL6095-DL SL6995-DL SL7295-DL

Overall length (in mm) 8.250 8.300 9.300 8.350 9.250 9.400

Body length (in mm) 6.080 6.180 7.280 5.960 6.860 7.160

Body width (in mm) 2.500

Portal width (in mm) 2.450

Overall height (in mm) 3.635

Overall height (in mm) 2.400

Portal height (in mm) 2.360

Loading height (in mm) 1.135

Unladen weight (in kg) 3.150 3.150 3.300 3.200 3.300 3.350

Payload 10.5 t/11.9 t (in kg) 7.350/8.750 7.350/8.750 7.200/8.600 7.300/8.700 7.200/8.600 7.150/8.550


