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CENTRE-AXLE TRAILER
from the			       range 

3.5 t gross vehicle weight

Suitable for a variety of transport solutions:

	 Furniture, textile and beverage logistics

	 Distribution transport

	 Freight forwarding and courier services

	 Car rental companies

	 Home delivery

Plant Hamburg
Kiebitzhörn 6-8 · 22885 Barsbüttel
Phone +49 40 670 71 0 · Fax +49 40 670 71 200

Plant Schwerin
Dorfstraße 29 · 19073 Stralendorf
Phone +49 3869 490 0 · Fax +49 40 670 71 200

Plant Karlsruhe
Lußhardtstraße 4 · 76689 Karlsdorf-Neuthard
Phone +49 7251 441 03 0 · Fax +49 40 670 71 200
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Hamburg

 Headquarter
 Administration
 Service center &  

	 Sale of spare parts
 Production

Karlsruhe

 Production

Schwerin

 Production

Vehicles up to 3.5 t  are toll-free and  can be driven with a  BE driving licence.



Chassis equipment – STANDARD
	 Hot-dip galvanised chassis in  

	 modular design

	 Hot-dip galvanised V-drawbar

	 Axle assembly comprising  
	 2 x 1,800 kg premium braking axles

	 Overrun brake with self-adjusting  
	 brake linings

	 185R14C tyres on steel rims 

	 Swivelling heavy-duty support wheel

	 12V lighting with 13-pin plug

	 Folding supports at the rear

Conversion equipment – STANDARD
	  		   lightweight box body

	 Front and side wall panel  
	 thickness 14 mm

	 Translucent GRP roof

	 Smooth aluminium outer frame

	 180 mm aluminium floor base

	 Weight-optimised cross members

	 Floor thickness 16 mm

	 Cargo area lighting

	 Mudguards including mud flaps

Conversion equipment – OPTIONS
	 Through-loading portal instead of fixed front wall

	 Crossing plate for rear doors on the motor vehicle

	 Crossing plate for LBW on the motor vehicle incl. platform support

Weight specifications

Chassis equipment – OPTIONS
	 Spare wheel with standard tyres

	 Spare wheel holder on the chassis 

	 Additional battery for tail-lift operation

	 Wheel shock absorbers for 100 km/h  
	 – type approval

	 Anti-sway coupling

	 Locking device for the overrun  
	 braking system

	 Full LED lighting

*with double-leaf doors / ** with Tail Lift & Tailgate
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Permissible gross weight 3.5 t

Length Designation SL4400 SL4800

Overall length (in mm) 6.200 6.600

Body length (in mm) 4.370 4.770

Body width (in mm) 2.150

Portal width (in mm) 2.030

Overall height (in mm) 3.100

Body height (in mm) 2.100

Aufbauhöhe i.L. (in mm) 2.040

Portal height (in mm) 890

Loading height (in mm) 1.135

Unladen weight (in kg) 1.205* / 1.375** 1.220* / 1.390**

Payload (in kg) 2.295* / 2.125** 2.280* / 2.110**

Further well-known equipment highlights from the  
modular system
				       – the lightweight panels for increased payload

			           – the lightweight floor for increased payload

			           – side sliding tarpaulin for quick loading and unloading

	 Aluminium outer frame, optionally with close lashing eye spacing or  
	 integrated airline rails for optimal and more flexible load securing

	 LED light strip for even illumination of the load compartment

	 Tail lifts from reputable manufacturers instead of rear double doors

	 4-sided sealing system in conjunction with tail lift to prevent splash water  
	 ingress in the lower area

	 Industry-specific load securing elements for special transport requirements

	 Various load securing rails (including recessed) configurable


