
LIGHTWEIGHT BOX BODY
up to 3.5 t gross vehicle weight

Used for various transport solutions:

	 Distribution traffic

	 Home delivery

	 Branch deliveries

	 Courier, express and parcel services
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Example of scope of delivery
	 Lightweight box body

	 Weight-optimised underbody 

	 Aluminium outer frame, smooth 

	 16 mm lightweight floor 1 

	 Aluminium floor plinth

Key benefits
	 Resource-efficient use of materials for consistent lightweight construction and CO2 savings

	 High quality standards to ensure the contemporary look of a premium product

	 A wide range of industry-specific dimensions to suit a wide variety of transport requirements 

	 An extensive range of accessories for load-securing elements, side doors, etc.

	 Load securing certificate in accordance with DIN EN 12642 Code XL

	 Body variants available for internal combustion engine or BEV chassis

Body dimensions and weights:

	 Translucent GRP roof Cargo

	 area lighting

	 3. Brake light

	 Dimensions and weights as per table

All values (dimensions/weights) are subject to a permissible tolerance of +/- 5 per cent. 
* Lightweight case design with double rear doors and a row of airline rails
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Body volume 6.5 m3 10 m3 8 m3 12 m3

Body length (in mm) 2.465 3.065

Body width (in mm) 1.960 1.960

Overall height (in mm) 1.350 2.000 1.350 2.000

Portal width (in mm) 1.880

Portal height (in mm) 1.290 1.940 1.290 1.940

Body weight (in kg)* 245 285 285 325

Key features 
			          – lightweight panels for increased payload

			                – the lightweight floor for increased payload

			           – Side sliding tarpaulin for quick loading and unloading

	 Aluminium outer frame, available either smooth or with integrated airline rails  

	 LED light strip for even illumination of the load compartment

	 Double rear doors        or, alternatively, a solid rear panel

	 Side door available on the right, left or both sides 

	 Tailgate instead of rear double doors

	 Rear step across the full width of the vehicle

	 Loading systems for efficient home delivery processes

	 Low-frame construction, including wheel arches integrated into the bodywork,  
	 for low entry heights
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